ZALCO LABORATORIES, INC.

Analytical & Consulting Services

4309 Armour Avenue (661) 395-0539
Bakersfield, California 93308 FAX (661) 395-3069

December 31, 2014

Eric Jensen

Phillips 66 Pipeline LLC - Coalinga
P. O. Box 1133

Coalinga, CA 93210

TEL: (659) 3562-9356
FAX: (659) 935-8638

Project ID:
RE: 1412322

Dear Eric Jensen:
Zalco Laboratories, Inc. received 1 samples on 12/23/2014 for the analyses presented in the following report.

We appreciate your business and look forward to serving you in the future. Please feel free to call our office if you
have any questions regarding these test results.

Sincerely,

u st/ /zz’%/// a/

Juan Magana
Project Manager
CcC:

NSS: Non Sufficient Sample H: Exceeds Analysis Hold Time  TTLC: Tota! Threshold Limit Concentration STLC: Soluble Threshold Limit Concentration  TCLP: Toxicity Characteristic
Leaching Procedure  MCL: Maximum Contaminant Leve! *: See Case Narrative
The results in this report apply to the samples analyzed in accordance with the chain of custody document. This analytical report must be reproduced in its entirety.

Note: Samples analyzed for reguiatory purposes should be put on ice immediately after sampling and received by the laboratory at temperatures between 0-6°C.
Microbioiogical analysis requires samples to be at least 4-10°C when received at the laboratory. For additional information regarding the limitations of the
method(s) referred to, please call us at 661-395-0539.



ZALCO LABORATORIES, INC.

Analytical & Consulting Services

4309 Armour Avenue (661) 395-0539
Bakersfield, California 93308 FAX (661) 395-3069
Phillips 66 Pipeline LLC - Coalinga Project: Master Work Order No.: 1412322
P. 0. Box 1133 Project #: Reported: 12/31/2014
Coalinga, CA 93210 Attention: Eric Jensen Received: 12/23/2014 13:40
Lab Sample ID: 1412322-01 Collected By: Jeremiah Johnson
Client Sample 1D: Tank # 026 Date Collected: 12/23/2014 8:00:00AM
Date Date
Analyte Results PQL Units Flag Method Prepared  Analyzed Init.

Petroleum Chemistry

Reid Vapor Pressure, RVP 1.77 0.05 psi ASTM D 323 12/24114 12/2414  JAH
True Vapor Pressure, TVP @ 2,78 0.05 psi % Calculation 12/24/14 12/24/14  JAH
119°F

NSS: Non Sufficient Sample  H: Exceeds Analysis Hold Time  TTLC: Total Threshold Limit Concentration  STLC: Soluble Threshold Limit Concentration  TCLP: Toxicity Characteristic
Leaching Procedure  MCL: Maximum Contaminant Level *: See Case Narrative
The results in this report apply to the samples analyzed in accordance with the chain of custody document. This analytical report must be reproduced in its entirety.

Note: Samples analyzed for regulatory purposes should be put on ice immediately after sampling and received by the laboratory at temperatures between 0-6°C.
Microbiological analysis requires samples to be at least 4-10°C when received at the laboratory. For additional information regarding the fimitations of the
method(s) referred to, please call us at 661-395-0539.




CHAIN OF CUSTODY, ID#|

ZALCO LABORATORIES, INC. Client PO:

4309 Armour Avenue, Bakersfield, CA 93308 (661) 395-0539 FAX (661) 395-3069 www.zalcolabs.com Project ID:

2186 Eastman Avenue, Suite 103, Ventura, CA 93003, (805) 477-0114, Fax (805) 477-0125 g oy ) Quote ID:

anatysis reauesten |2
comrany  Phillips 66 COMMENTS
contact  Eric Jensen Turnaround Time:
pHone  559-352-9355 FAX Routine (# working days) .
aooress PO Box 1133 Rush By Working Days
Coalinga Ca. 93210 EDT
= MAIL eric_iensen@P66.com State Form
SAMPLER ﬁm,mzﬁé \ R\W}.\J EMAIL
0.
LAB # \ m>§nﬁ DESCRIPTION DATE TIME TYPE W Notes
: X 119°F
1 Tank # 026 \&%\% 8:00 oL
Sample was collected at Junction Station
Relinquished By: Company Date Time Received By:, Company:
— . . Y
Jeremiah Johnson  |Zalco Laboratories INC. 12/23/14 | 20 \&b\, W% b = M NVK/DO
— B

NOTE: Samples Discarded 30 days after results unless other
arrangements are made. Hazardous samples will be returned to client
or disposed of at client's expense.

* Sample Type Key:

WW-Wastewater

Aqg-Aqueous; BS-Biosolid; DW-Drinking Water; GW-Groundwater, G-Gas
LPG-Liquid Petroleum Gas; OL-Oit

P-Petroleum; S-Solid/Soil; ST-Storm water
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