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Peace River Heavy (PH)
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Peace Heavy is produced at Shell Energy Canada’s @ Canada
Cadotte Lake thermal production complex near Al BERTA

Peace River, Alberta. It uses enhanced oil recovery

techniques to recover bitumen from underground T,
reservoirs. Peace Heavy is a heavy bitumen blended @ SASKAT A
with diluent (a dilbit) to meet pipeline
specifications for density and viscosity. Peace Heavy
is delivered to Edmonton on the Rainbow Pipeline
system
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SK®4: A:Ehe#" /4:5346 Last 6 Samples Most
. Property Recent 6 Month | 1Year | 5 Year
For the month of February, Peace River Heavy was (vol2e) | cooo | Average | Average | Average
consistent with historical values. ample
Monthly Reports I:l C3- 0.07 0.06 0.06 0.06
[ Butanes 0.84 0.88 0.84 0.83
Edvifihgdd viv [ |Pentanes | 7.17 6.77 6.84 7.05
[_| Hexanes 5.79 5.29 5.36 5.41
orosert Rhélg;t 6 Month | 1 Year | 5vear | |- Heptanes | 391 | 3.63 376 | 358
p y s I Average Average Average D Octanes 2.72 2.60 2.75 2.60
ample [ Nonanes 1.97 1.85 1.96 1.96
[ Density (kg/m®) 9238 | 931.1 | 930.5 | 928.4 ] Decanes 0.92 0.93 0.94 0.90
[ Gravity (°API) 215 | 204 20.4 20.8
LI sulphur (wt%) 4,94 4.96 5.00 5.08
[ I MCR (wt%) 9.17 9.50 9.54 9.19 EWH [
[I Sediment (ppmw) 128 99 97 168
LITAN (mgKOH/g) 2.45 2.58 2.49 2.42 Property R’(\eﬂggat MO?]th 1 Year | 5 Year
[ | salt (ptb) 16.6 14.2 15.0 215 (vol%o) Average|Average
[T Nickel (mg/L) 530 | 56.0 | 56.0 | 56.5 Sample} Average
[ . [|Benzene 025 | 021 [ 022 | 0.22
Vanadium (mg/L) 173.0 | 167.0 | 168.1 | 169.6
[ TOlefins (Wtd%) - ND ND ND [ | Toluene 0.38 [ 0.36 0.38 0.36
[ IEthyl Benzene | 0.08 | 0.07 [ 0.08 [ 0.09
*ND indicates a tested value below the instrument threshold. LI Xylenes 033 [ 033 0.34 0.32
wWuhgg#rkduw Open fullscreen charts G Wwiamlwirq
. - ~ ASTM D2892 & |No assays available for this
Choose a property: | Density (kg/m"3) | TBP D5236 rude

Most Recent Sample
Historical Average

[1 HTsD | ASTM D7169
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V- [Iselect all properties for export
" or select specific properties using
adjacent checkboxes
Export custom report in xls: Download
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Density (kg/m*3) vs Time
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