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Mitigation Monitoring Plan 

Mitigation 
Measure 

Action Required by Applicant and 
Action Timing 

Party 
Responsible 

for 
Verification 

Method of 
Verification 

Verification 
Timing 

GEO-3.1 Edges of the excavation boundary at Q4 
should be set back at least 8 meters (26 ft) 
from the present boundary of established 
vegetation prior removal of sand from Q4. 

Planning and 
Building  

Site inspection Prior to removal 
of sand from 
Q4. 
 

GEO-4.1 Position of the angular boundary at the top 
of the excavated dune area must be 
frequently monitored in areas adjacent to 
the vegetation line during the period of 
excavation so that GEO-3.1 is not violated. 
Monitoring shall occur on a weekly basis. 

Planning and 
Building  

Site inspection During removal 
of sand from 
Q4. 
 

W-1.1 Require licensed professional drivers to 
operate trucks and adhere to the Traffic 
Control Plan (described in CDP/DP 
D890558D Condition F93). 

Planning and 
Building  

Review of Traffic 
Control Plan and 
Site Inspection 

Prior to and 
during 
transportation 
of material to 
the landfill. 

W-1.2 Develop and implement response plans 
specifically for NHIS spills from trucks 
that include explicit emergency 
notification procedures. Identify a 
designated response team and maintain 
cleanup equipment onsite or near the truck 
route. Require drivers to complete spill 
response training program. 

Planning and 
Building  

Review and 
approval of the 
response plan 

Prior to 
transportation 
of material to 
the landfill. 
 

W.2-1 Monitor the effectiveness of current 
cleaning and decontamination methods for 
haul trucks leaving loading areas. If 
monitoring results indicate that the existing 
practice of using rumble-pads and tire-
brushing is not effectively removing 
contaminated material, implement 
additional and more effective truck 
cleanup procedures (e.g., washing each 
truck following loading, with collection 
and treatment of wash waters). 

Planning and 
Building  

Site Inspection Prior to 
transportation 
of material to 
the landfill. 
 

W-3.1 During road construction and trucking 
operations, Unocal’s traffic control plan 
shall include added traffic control 
measures such as (1) placing a flagman 
and traffic cones to prevent trucks from 
passing along narrow portions of the onsite 
route with non-paved shoulders, (2) 
creating turn-outs to minimize erosion 
from truck traffic, and (3) installing 
temporary erosion control measures (e.g., 
silt fences) as needed, where there are 

Planning and 
Building  

Field verification During 
transportation 
of material to 
the landfill. 
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construction activities, along truck routes 
to minimize dispersion of eroded soils. 

W-3.2 Monitor ditches along Thornberry Road 
that drain agricultural fields and repair any 
erosion related to project truck staging or 
transport activities. 

Planning and 
Building  

Field verification During 
transportation 
of material to 
the landfill 

BIO-1.1 Unocal shall incorporate the restoration 
site into the approved Habitat 
Revegetation, Restoration, and Monitoring 
Plan (CDP County Condition F64). Prior 
to road-widening activities. 

Planning and 
Building 
and/or 
Coastal 
Commission 

Site inspection Before, during, 
and after (2–3 
years) road-
widening 
activities 
 

BIO-3.1 Unocal shall receive a signed Biological 
Opinion (BO) from the USFWS prior to 
any hauling activities during the red-
legged frog migration period (from 
November 1 through June 1) in proximity 
to the Main Road Entrance Ponds or the 
M12/L11 Valley.   

Planning and 
Building 
and/or 
Coastal 
Commission 

OEC and site 
inspection 

Before (for BO) 
and during 
project 
activities 
 
 
 

BIO-3.2 Unocal shall prepare a Sensitive Species 
Management Plan to protect California 
red-legged frogs, and other non-listed 
sensitive and common wildlife species in 
proximity to hauling activities.   

USFWS, 
Planning and 
Building 
and/or 
Coastal 
Commission 

OEC and site 
inspection 

Before (for 
plan) and 
during project 
activities 
 

AQ-2.1 The Applicant shall submit project-specific 
revisions to the APCD-approved Dust 
Control Plan to the SLO APCD prior to 
land use clearance. 

SLO APCD SLO APCD to 
review and approve 
the Dust Control 
Plan prior to start of 
the project. 
The SLO APCD 
representative visits 
to construction sites 
to verify compliance 

Prior to project 
start 
 
 
 
Periodically 
during 
construction 

AQ-2.2 The Applicant shall submit project-specific 
revisions to the APCD-approved 
Emissions Reduction Plan to the SLO 
APCD prior to land use clearance. 

SLO APCD SLO APCD to 
review and approve 
the Emission 
Reduction Plan prior 
to start of the 
project. 
The SLO APCD 
representative visits 
to construction sites 
to verify compliance 

Prior to project 
start 
 
 
 
 
Periodically 
during 
construction 
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AQ-2.3 The Applicant shall discuss with the SLO 
APCD and determine necessity for air-
emission-reduction program and the exact 
emission offset fee amounts. If determined 
that the program is necessary, the 
Applicant shall prepare and submit the 
developed program to the SLO APCD 
prior to land use clearance. The Applicant 
shall provide guarantees of future 
payments prior to land use clearance. 

SLO APCD Review and 
approval of the 
program. Verify that 
the program is in 
place before the start 
of the project. 
Verify that the 
guarantees of 
payments are in 
place. 

Prior to project 
start 

T-1.1 Unocal shall monitor all construction-
related traffic. During construction, and 
restrict project-related traffic from 
traveling on Betteravia Road during the 
identified peak periods. 

San Luis 
Obispo and 
Santa 
Barbara 
County 
Engineering 
Dept. 

Unocal shall 
monitor and report 
to San Luis Obispo 
and Santa Barbara 
County Engineering 
Dept. quarterly 

Designated 
Monitor 

T-2.1 Unocal shall submit the updated Traffic 
Control Plan to the SLO County for review 
and approval prior to the approval of the 
project. 

San Luis 
Obispo and 
Santa Barbara 
County 
Engineering 
Dept. 

Unocal shall 
monitor and report 
to San Luis Obispo 
and Santa Barbara 
County Engineering 
Dept. quarterly 

Designated 
Monitor 

AG.2.1 Creation of a “driveway” through the truck 
staging area, connecting Thornberry Road 
to the farm equipment staging area, 
delineated using construction stakes or 
other means. This driveway shall be at 
least 20 feet in width.   

Planning and 
Building  

Site inspection Before and 
during, road-
widening 
activities 
 
 

AG.2.2 Provide advanced notification (1 week) to 
farmers adjacent to the Thornberry Road 
staging area prior to project activities that 
would result in more than 100 truck haul 
round-trips per day. 

Planning and 
Building  

OEC Notification During project 
activities 
 
 
 

AG.3.1 Stockpile any topsoil removed to relocate 
farm equipment staging area along 
Thornberry Road.  Soil to be stockpiled in 
a manner that will preserve the soil for 
later replacement. 

Planning and 
Building 

Site inspection Before road-
widening 
activities 

AG.3.2 At project conclusion, the farm equipment 
staging area to be returned to its original 
location along Thornberry Road. Any 
temporary improvements made in the 
relocated farm equipment staging area 
should be removed and any topsoil 
replaced. 

Planning and 
Building  

Site inspection At project 
completion 
 

PS-2.1 Include measure in permit addressing 
carrier safety and records reviews. Prior to 
project start. 

Planning and 
Building or 
approved 
construction 
monitor 

Periodic inspection Prior to and 
during 
transportation 
of material to 
the landfill 
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PS-2.2 Include measure in permit addressing 
speed control measures, either 
administrative policies or 
technical/mechanical methods. Prior to 
project. 

Planning and 
Building or 
approved 
construction 
monitor 

Periodic inspection Prior to and 
during 
transportation 
of material to 
the landfill 

PS-2.3 Include measure in permit addressing 
trucking company contracts and 
inappropriate incentive programs ensuring 
an environment that promotes safe 
operations. Prior to project. 

Planning and 
Building or 
approved 
construction 
monitor 

Periodic inspection Prior to and 
during 
transportation 
of material to 
the landfill 




