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EXISTING CONTOURS ARE SHOWN AT 2 & 5 FOOT INTERVALS
ELEVATIONS ARE BASED ON NAVD 88 DATUM
COORDINATE BASIS: UTM UNIT 11
SURVEY DATA PROVIDED BY AERIAL PHOTOMAPPING SERVICES.
SURVEY DATED 10/19/2005, APS JOB# 25230

LEGEND

A SURVEY CONTROL POINT (CP)
@9  PROPOSED GROUNDWATER PIEZOMETER

—668— MINIMUM DESIGN CONTOUR ELEVATION

w POWER POLE
SURVEY CONTROL DATA
NORTHING EASTING ELEVATION

CP #6 22481375.67  5758769.48 613.30
CP #17  2478857.50 5759018.08 604.57
CP #18  2479416.74 5757365.95 607.29

EXCAVATION AREA DATA

1. SURFACE AREA WITHIN SHOWN EXCAVATION AREA LIMITS IS 11.36 ACRES.

2. LENGTH OF SHOWN EXCAVATION AREA IS 3,751 LINEAL FT.

3. MINIMUM DESIGN CONTOUR ELEVATIONS SHOWN ARE FOR MAXIMUM
EXCAVATION DEPTH (REDLINED) CONDITION.

OPERATIONS AREA DATA

1. SURFACE AREA WITHIN SHOWN OPERATIONS AREA IS 3.1 ACRES.
2. SURFACE AREA WITHIN SHOWN ACCESS/HAUL ROAD(S) AREA IS 1.06 ACRES.

NOTES

1. SHOWN EXCAVATION AREA LIMITS ARE ESTIMATED FROM AIR PHOTO AND
TOPOGRAPHY DATA ON THIS SHEET, ACCORDING TO THESE PROPOSED
SETBACKS AND MINING LIMITATIONS:

MIN. 25 FT HORIZ. SETBACK FROM PROPERTY LINES;

MIN. 20 FT HORIZ. SETBACK FROM TOES OF BANKS AND VEGETATED
ISLANDS

—OR-

MIN. 10 FT HORIZ. SETBACK FROM RIPARIAN TREE DRIPLINE
WHICHEVER IS MORE RESTRICTIVE);

MAX. 3:1 TRENCH SIDE 3

MAX. 25:1 TRENCH HEAD AND TAIL SLOPES;

MAX. 5 FT EXCAVATION BELOW EXISTING BED ELEVATION §REDLNE);

MIN. 1 FT VERT. SETBACK FROM PRESENT GROUNDWATER TABLE.

2. SHOWN MINIMUM DESIGN ELEVATION CONTOURS ARE SHOWN ONLY ON THE
BED OF MINING TRENCH FOR CLARITY.

3. SHOWN EXCAVATION AREA LIMITS AND MINIMUM DESIGN ELEVATION (REDLINE)
CONTOURS ARE PRELIMINARY, FOR PERMIT REVIEW AND PROJECT PLANNNING
PURPOSES ONLY. NOT FOR CONSTRUCTION STAKING. SHOWN LIMITS AND

(REDLINE) CONTOURS ARE SUBJECT TO CHANGE ACCORDING TO EXISTING SITE

CONDITIONS AT THE ONSET OF MINING. ACTUAL LIMITS TO BE STAKED IN

FIELD ACCORDING TO PERMI SETBACKS AND LIMITATIONS BY FIELD

SURVEY FROM PERMANENT ESTABLISHED SURVEY BENCHMARKS PRIOR TO THE

ONSET OF
MINING, AND GROUNDWATER TABLE MONITORING. REFER TO THE ADAPTIVE
MANAGEMENT MONITORING PLAN FOR MORE INFORMATION.
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