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LICENSE REQUIREMENTS

THE SUCCESSFUL BIDDER SHALL POSSESS A CLASS A GENERAL

ENGINEERING CONTRACTOR’S LICENSE AT THE TIME THIS CONTRACT IS
AWARDED. IN THE ALTERNATIVE, THE SUCCESSFUL BIDDER SHALL
POSSESS A SPECIALTY CONTRACTOR’S LICENSE AT THE TIME THIS
CONTRACT IS AWARDED THAT PERMITS THE SUCCESSFUL BIDDER TO
PERFORM WITH HIS OR HER OWN ORGANIZATION CONTRACT WORK
AMOUNTING TO NOT LESS THAN 30% OF THE ORIGINAL TOTAL
CONTRACT PRICE AND TO SUBCONTRACT THE REMAINING WORK IN

ACCORDANCE WITH SECTION 8-1.01, "SUBCONTRACTING,” OF THE
STANDARD SPECIFICATIONS.

COUNTY OF SAN LUIS OBISPO, CALIFORNIA

PUBLIC WORKS DEPARTMENT
UTILITIES DIVISION

PLANS FOR THE REMOVAL AND REPLACEMENT OF THE

RESERVOIR LINER AT THE SANTA MARGARITA
BOOSTER STATION RESERVOIR,
SANTA MARGARITA, CA

CONTRACT NO. 535R155715
To Be Supplemented By State Standard Plans Dated May, 2006.
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SECTION D-D

CONSTRUCTION NOTES:

1. CONTRACTOR SHALL REMOVE AND PROPERLY DISPOSE OF THE

EXISTING LINER, GEOT
EXISTING RESERVOIR.

2. BATTENS AND OTHER SUPPORT MATERIALS SHALL BE REMOVED
AND SALVAGED WHERE POSSIBLE.
3. IF REMOVAL OF ANCHOR BOLTS CAN NOT BE DONE WITHOUT

SIGNIFICANT DAMAGE

SHALL CUT AND GRIND EXISTING 3/8" DIAMETER BOLTS LEVEL WITH

CONCRETE SURFACE.
PRIOR TO PLACEMENT

SURFACE SHALL BE CLEAN, DRY AND FREE OF LOOSE OR SHARP
MATERIAL AS NOTED IN THE SPECIFICATIONS.

EXPOSED CONCRETE AND CONSTRUCTION JOINTS SHALL BE
SEALED AS NOTED IN THE SPECIFICATIONS.

DIAMETER OF RESERVOIR DOES NOT CONSTITUTE THE HORIZONTAL
DIMENSION OF PROJECT REQUIRED TO COVER OR LINE THE
RESERVOIR. CONTRACTOR SHALL VERIFY DIMENSIONS IN FIELD.
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