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PUBLIC WORKS RECOMMENDED CONDITIONS OF APPROVAL FOR:

LOS OSOS WASTEWATER TREATMENT FACILITY
Turri Road, Los Osos

Public Works Gomments:
1. Collision rate on Turri Rd is one standard deviation above average collision rate. If the project had

attracted the public it would be subject to Resolution 2008-152 requiring that a Roadway Safety
Analysis be performed. That is not the case for this project.

2. According to the project EIR dated Nov 14, 2008, the intersection of LOVR at Turri Rd operates at
LOS C during the AM and PM peak hours. The proposed project does not impact this intersection
nor either the LOVR or Turri roadway levels of service.

3. LOVR at Turri Road has an eastbound existing left turn lane and a center merge lane.
4. Mitigations recommended by the EIR include:

1. Advertisement-let the public know of proposed and ongoing work.
2. Provide safe work zone-to accommodate bikes, buses, and pedestrians.
3. Flagmen-to be used at congested intersections due to construction traffic

These mitigations are covered in the recommended Conditions of Approval section.
5. Existing Turri Road is approximately 20-feet wide measured edge of pavement to edge of pavement

with dirt shoulders ranging from 0-feet to 3-feet wide. A review of the photos suggests there are
obstructions adjacent to the edge of pavement (within the 10-foot standard clear zone). These are
existing deficiencies. Also, the pavement condition of Turri Road is fair to poor.

6. Onsite drainage shall be reviewed at the time grading permits are submitted to the Department of
Planning and Building.
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Recommended Public Works Conditions of Approval

Site Access:
The project driveway approach(es) shall be reconstructed in accordance with County Public Improvement
Standards and Caltrans Highway Design Manual Drawing 205.1. The applicant shall secure an
encroachment permit from County Public Works prior to commencing any work within the public right-of-
way which addresses the following items:

1. The primary access driveway(s) shall be improved by constructing a California Department of
Transportation Private Road Connection as shown in the Highway Design Manual in Figure 205.1.

a. The minimum length of taper shall be 50 feet
b. The minimum radius shall be 30 feet, ^ ,
c. The taper shall be a minimum of 12 feet from the edge of traveled way at the beginning of

the 30 foot radius curve, and
d. The minimum driveway width shall be 20 feet.
e. Any gate constructed on a driveway to the site shall be located a minimum of 75 feet from

the traveled way of Turri Road
2. Driveway sight distance shall conform to the County Public Improvement Standards.

Provide a Road Restoration Plan (RRP) to County Public Works for review and approval. At a minimum,
the RRP shall include:

1. a video log of the existing proposed construction traffic route
2. determine the existing Pavement Condition Index (PCI)
3. identify existing areas showing pavement deficiencies

The RRP will be used to determine the baseline road conditions so that any damage to the road(s) which
can be attributed to the project shall be repaired at the applicant's expense.
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Construction Safety:
The applicant shall secure an encroachment permit from County Public Works prior to commencing
construction activities which addresses the following items:

1. Defines the construction traffic route (preferably Turri Road to Los Osos Valley Road).
2. Provides a Construction Sign Plan (Traffic Control Plan) for review and approval. All construction

signage shall be installed prior to commencement of work.

Based on the anticipated deterioration to County maintained roads due to the increase of construction truck
traffic Public Works is recommending that the applicant provide the following document for review and
approval by Public Works:

Drainage:
The project shall comply with the requirements of the National Pollutant Discharge Elimination System
Phase I and/or Phase II storm water program and the County's Storm Water Pollution Control and
Discharge Ordinance 3143.

If environmental permits from the Army Corps of Engineers or the California Department of Fish and Game
are required for any public improvements that are to be maintained by the County, the applicant or his
engineer, prior to the approval of the plans by the Department of Public Works shall:

1. Submit a copy of all such permits to the Department of Public Works OR
2. Document that the regulatory agencies have determined that said permit is not longer required.

Utilities:
The applicant shall secure an encroachment permit from County Public Works prior to commencing any
required utility work within the public right-of-way.
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