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FINISH GRADE

LEGEND

CONCRETE FOOTING

GRAVEL BEDDING

COMPACTED SUBGRADE

3-RAIL WOODEN FENCE: BY OTHERS

6 6X6" PRESSURE TREATED WOOD POSTS2'

4" ROUND

1

7 NOT USED

8 ASPHALT ENTRY DRIVE SEE PLANS
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METAL GATE: SHALL BE BEHLEN MANUFACTURING CO. 10' PROMO GATE,
1 5/8" 20 GAUGE - GRAY ITEM NUMBER: 40130127, OR APPROVED EQUAL. HORIZONTAL TUBES
SHALL BE NOTCHED AND WELDED FOR SMOOTH FINISH AND PROVIDE VERTICAL 'Z' BRACES.
METAL SHALL HAVE A UV RESISTANT POWDER COAT FINISH AND TO MATCH COUNTY
APPROVED COLOR (BLACKENED BEAM, # 8646N). GATE SHALL HAVE 6 RAILS AND 1  VERTICAL
'Z' BRACES. MIN. HEIGHT OF 50", PROVIDE 5/8" X 6" SCREW HOOKS FOR HINGES AND PLATED
CHAIN AND SNAP ASSEMBLY.
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PLATED CHAIN & SNAP ASSEMBLY, SEE NOTES BELOW

GATE HINGES, SEE NOTES BELOW

CONTACT:
BEHLEN MANUFACTURING CO.
P.O. BOX 569
COLUMBUS, NE 68602-0569
WWW.BEHLENCOUNTRY.COM
PHONE: 800-447-2751
FAX: (402) 563-7447
OR APPROVED EQUAL.

PLEASE NOTE:
ALL GATES ARE 4" LESS THAN LISTED LENGTH TO ALLOW FOR GATE HARDWARE AND PROPER
CLEARANCE. CONTRACTOR SHALL FIELD VERIFY DIMENSIONS PRIOR TO INSTALLATION.

04-23-122295 Gateway Oaks Drive, Suite 240
Sacramento, CA 95833
Tel: (916) 567-9900

PROPOSED PAVING
SEE CIVIL DRAWINGS
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1. ALL SYMBOLS AND CALLOUTS ARE TYPICAL.

2. THE PLANTING PLAN IS DIAGRAMMATIC.  ALL PLANT LOCATIONS ARE APPROXIMATE.  PLANT SYMBOLS TAKE PRECEDENCE OVER
PLANT QUANTITIES SPECIFIED. CONTRACTOR SHALL NOTIFY THE LANDSCAPE ARCHITECT OF DISCREPANCIES BETWEEN
QUANTITIES AND SYMBOLS SHOWN.

3. THE CITY ENGINEER OR AUTHORIZED REPRESENTATIVE RESERVES THE RIGHT TO MAKE SUBSTITUTIONS, ADDITIONS, AND
DELETIONS TO THE PLANTING LAYOUT AS WORK PROGRESSES.

4. EXISTING INFORMATION ARE SHOWN FOR REFERENCE ONLY. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFICATION OF
THE LOCATION OF UTILITIES IN THE FIELD.

5. ALL WORK SHALL CONFORM TO THE LATEST ADDITION OF THE HABITAT MANAGEMENT PLAN PERFORMED FOR THE LOS OSOS
WWTP, BY SWCA ENVIRONMENTAL CONSULTANTS.

6. UPLAND SEED MIX TO BE COLLECTED FROM LOCAL SOURCE/PLAMTS. SEE PROJECT HABITAT MANAGEMENT PLAN. CONTRACTOR
SHALL APPLY SEED MIX AS SPECIFIED IN PROJECT SPECIFICATIONS

7. ABOVE GROUND ITEMS (FENCE, METAL POSTS, PEDESTALS, ELECTRICAL BOXES, ETC.) ARE TO BE PAINTED TO MATCH COUNTY
APPROVED COLOR. BLACKENED BEAN 8646N.

PLANTING NOTES

METAL VEHICULAR GATE
NOT TO SCALE-ELEVATIONA
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PROPOSED PAVING
SEE CIVIL DRAWINGS

PROPOSED UTILITIES
SEE CIVIL DRAWINGS

PROPOSED WOOD RAIL
FENCE TO BE DETERMINED
BY PRECISE PLAN

METAL VEHICULAR ENTRY GATE
SEE DETAIL A, THIS SHEET

CONTRACTOR SHALL CONFIRM WIDTH
OF DRIVE PRIOR TO ORDERING GATE

AND HARDWARE

UPLANDS SEED MIX
SEE LEGEND, THIS SHEET

UPLANDS SEED MIX
APPROX. 0.7 ACRES

BOTANICAL NAME / COMMON NAME PLS LBS / ACRE
ACHILLEA MILLEFOLIUM / YARROW 2.50
ARTEMISIA CALIFORNICA / CALIFORNIA SAGE 2.75
BACCHARIS PILULARIS / COYOTE BRUSH 0.75
ERICAMERIA ERICOIDES / MOCK HEATHER 3.75
ERIOGONUM PARVIFOLIUM / SEA-CLIFF BUCKWHEAT 3.25
ERIOPHYLUM STAECHADIFOLIUM / COASTAL GOLDEN YARROW 1.75
LOTUS SCOPARIUS / DEERWEED 7.50
LUPINUS CHAMISSONIS / DUNE BUSH LUPINE 3.50
SALVIA MELLIFERA / BLACK SAGE 3.00

DESCRIPTIONABBREV./ SYMBOL

LEGEND

WOOD RAIL FENCE
BY OTHERS

WOOD RAIL FENCE
BY OTHERS



ROSA CALIFORNICA 1 GAL.CALIFORNIA ROSE 6

PLANT MATERIAL SCHEDULE

MYRICA CALIFORNICA 5 GAL.PACIFIC WAX-LEAF MYRTLE 5

RHAMNUS CALIFORNICA 5 GAL.COFFEEBERRY 6

SIZECOMMON NAMESCIENTIFIC NAME QTY

PRUNUS ILLICIFOLIA 5 GAL.HOLLYLEAF CHERRY 6

1 GAL.BLACK SAGE 6SALVIA MELLIFERA

04-23-122295 Gateway Oaks Drive, Suite 240
Sacramento, CA 95833
Tel: (916) 567-9900

1. ALL SYMBOLS AND CALLOUTS ARE TYPICAL.

2. THE PLANTING PLAN IS DIAGRAMMATIC.  ALL PLANT LOCATIONS ARE APPROXIMATE.  PLANT SYMBOLS TAKE PRECEDENCE OVER
PLANT QUANTITIES SPECIFIED. CONTRACTOR SHALL NOTIFY THE LANDSCAPE ARCHITECT OF DISCREPANCIES BETWEEN
QUANTITIES AND SYMBOLS SHOWN.

3. THE CITY ENGINEER OR AUTHORIZED REPRESENTATIVE RESERVES THE RIGHT TO MAKE SUBSTITUTIONS, ADDITIONS, AND
DELETIONS TO THE PLANTING LAYOUT AS WORK PROGRESSES.

4. EXISTING INFORMATION ARE SHOWN FOR REFERENCE ONLY. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFICATION OF
THE LOCATION OF UTILITIES IN THE FIELD.

5. CONTRACTOR SHALL INSTALL A 4" LAYER OF BARK MULCH IN ALL PLANTING AREAS AND A MIN. 12" BEYOND EXTENT OF ALL PLANTS.

6. ALL WORK SHALL CONFORM TO THE LATEST ADDITION OF THE HABITAT MANAGEMENT PLAN PERFORMED FOR THE LOS OSOS
WWTP, BY SWCA ENVIRONMENTAL CONSULTANTS.

6. UPLAND SEED MIX TO BE COLLECTED FROM LOCAL SOURCE/PLAMTS. SEE PROJECT HABITAT MANAGEMENT PLAN. CONTRACTOR
SHALL APPLY SEED MIX AS SPECIFIED IN PROJECT SPECIFICATIONS

7. ABOVE GROUND ITEMS (FENCE, METAL POSTS, PEDETALS, ELECTRICAL BOXES, ETC.) ARE TO BE PAINTED TO MATCH COUNTY
APPROVED COLOR. BLACKENED BEAN 8646N.

PLANTING NOTES

EXISTING TREES & SHRUBS TYP.
PROTECT IN PLACE

EXISTING STRUCTURE
PROTECT IN PLACE

EXISTING TREES & SHRUBS TYP.
PROTECT IN PLACE

EXISTING STRUCTURE
PROTECT IN PLACE
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CONCRETE STOOP
SEE CIVIL DRAWINGS

SHRUB PLANTING
NOT TO SCALE-ELEVATION
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CROWN 1" ABOVE FINISH GRADE
FINISH GRADE
FINISH GRADE AT SLOPE
2 X ROOTBALL DIAMETER
BACKFILL (SEE SPECS)
PLANT TABLETS (SEE SPECS)
MULCH (SEE SPECS)

TOP OF PAVING
4" WATERING BASIN (IF REQ'D)
UNDISTURBED NATIVE SOIL

WIDTH VARIES
SEE #5
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WATER SERVICE MAIN
SEE SHEET PS-E-206

ELECTRICAL DUCTBANK
SEE SHEET PS-E-206

ELECT. TRANSFORMER
SEE ELEC. & CIVIL DRAWINGS






