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TYPICAL TRAFFIC CONTROL PLAN DETAILS 
 
All traffic control must be performed in accordance with the latest edition of the California Manual on 
Uniform Traffic Control Devices (CAMUTCD), and at the direction of the California Highway Patrol (CHP). 
The CAMUTCD can be found online at:  http://www.dot.ca.gov/hq/traffops/signtech/mutcdsupp/index.htm. 
 
Refer to the CA-MUTCD typical applications for Traffic Control Plans for shoulder (TA-6), lane (TA-10) and 
road closures (TA-20).  Bike detours are required when event closes a bike lane. 
 

Detail Sign/Object CA-MUTCD Code Comments 

1 

  

Type I & II 
Barricade 

Caltrans A73C 

Place in sidewalk to close sidewalk (eg 
“Sidewalk Closed”. 

Placed in road shoulder, median or travel 
turn lane with appropriate signs to direct 

traffic (eg “No Left Turn”) 
Place 10 feet (5’ min) off nearest edge of 

paved road to hold event signs (eg 
“Special Event Ahead”) 

2 

 

Type III Barricade 
Caltrans A73C 

Place in roadway to close one or more 
travel lanes.  Used in conjunction with 
Road Closed sign (R11-2) and Detour 

sign (M4-10L or M4-10R) 

3 

 

Traffic Cones 
Caltrans 

Channelizing device to close lanes and 
direct traffic flow 

4 

 

Caltrans 
Tubular Markers 

Alternative channelizing device to close 
lanes and direct traffic flow.  Can hold 

smaller signs for restricted parking (see 
Details 15 & 16) 

5 

 

SC6-4 (CA-MOD) 
[48”X60”] 

 
Place on Type I or 

II barricade 

Sign should be used when advanced 
notification is required. Sign should be 
placed on all roads entering the event 
location/route. Sign may be omitted on 
minor roads with no outlet.  Sign will be 

modified for specific event usage 

6 

 

SC5 (CA) & 
SC5 (CA-MOD) 

[36”X36”] 
 

Place on Type I or 
II barricade 

Sign should be placed on all roads 
entering the event location/route. Sign 
may be omitted on minor roads with no 

outlet. 
Sign may be modified for specific event 
usage (i.e. SC5 (CA-MOD) “CYCLING 

EVENT AHEAD”). 
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Detail Sign/Object CA-MUTCD Code Comments 

7 

 

W11-1 & W16-1 
[30”X30”] & 
[18”X24”] 

 
Place on Type I or 

II barricade 

Sign should be used on all roads where 
cycling event is sharing the travel way 

with motorists. (i.e. travel way less than 
12’ and/or no edge line).   

8 

 

W11-2 & W16-9p 
[30”X30”] & 
[24”X12”] 

 
Place on Type I or 

II barricade 

Sign should be used on all roads where 
pedestrian event is taking place adjacent 

to the travel way. 

9 

 

R11-2 
[48”X30”] 

 
Place on Type I, II 

or III barricade 

Sign should be placed on all roads 
entering a road closure. Sign is typically 

placed on Type 3 barricade. 

10 

 

R11-4 
 

Place on Type I, II 
or III barricade 

For road closures 

11 

 

R9-9 
 

Place on Type I or 
II barricade 

 

12 

 

M4-10L & M4-10R 
 

Place on Type I or 
II barricade 

To identify detour routes around event 
closures 

13 

  

R3-1 & R3-2 
 

Place on Type I or 
II barricade 

To direct traffic away from road closures 

14 

 

SC21-CA 
 

Place on Type I or 
II barricade 

Used to prevent the public reserving the 
right-of-way prior to an event: 

Replace text with, "Seating and/or 
personal belongings left unattended may 
be removed. Call County Public Works 

(781-5252) for questions." 
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Detail Sign/Object CA-MUTCD Code Comments 

15 

 

n/a 
 

Place on Type I or 
II barricade, or 

Caltrans Tubular 
Marker 

To restrict parking on public roads along 
an event route.  Required for CHP 

enforcement, must be in-place 24-hours 
prior to event. 

 
Sign must be ridge plastic (or equal 
weather-proof) 10” x 14” minimum.  
Mount on Type I or II barricade or 

Caltrans Tubular Marker. 

16 

 

n/a 
 

Place on Type I or 
II barricade, or 

Caltrans Tubular 
Marker 

To restrict event parking on public roads 
adjacent to an event site. 

Required for CHP enforcement, must be 
in-place 24-hours prior to event. 

 
Sign must be ridge plastic (or equal 
weather-proof) 10” x 14” minimum.  
Mount on Type I or II barricade or 

Caltrans Tubular Marker. 

17 

 

R9-3a 
 

Place on Type I or 
II barricade 

To restrict pedestrians from using public 
sidewalks, shoulders, etc. along an event 

route or adjacent to an event site. 
 

Mount on Type I or II barricade or 
Caltrans Tubular Marker. 
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TYPICAL ROAD CLOSURE SIGNAGE DETAIL 
 

 
 
 


